
TITUS S1P BASKETS DE SÉCURITÉ BASSES
2 3 M S S 2 0 0 6

Baskets de sécurité basses super légères
Embout de sécurité : Carbone 200J
Semelle intermédiaire : Semelle légère anti-
perforation, ne contenant pas de métal
Semelle intérieure : Matériau textile antistatique,
anatomique et amovible avec une face inférieure
Semelle : Injection PU/PU avec polyester et
polyéther
Forme : Confortable
Antistatique, résistant à l'huile et aux produits
chimiques
EN ISO 20345: 2011 S1P SRC

Composition

Partie supérieure : Tissu 100% polyester, résistant
à l'abrasion
Doublure : Doublure respirante 3D avec un
matériau résistant à l'abrasion au talon interne

Taille

37 - 38 - 39 - 40 - 41 - 42 - 43 - 44 - 45 - 46 - 47

Couleur

   

Technologies

S1P

Safety class S1P
(A+FO+E+P)

More info

SRC

Slip resistance of SRA +
SRB 

More info

Antistatic

Antistatic features.

Read more

Anti-perforation

Anti-perforation sole

More info

FO

Sole has resistance to
hydrocarbons

More info

Energy absorption

Energy absorption in the
heel

More info

Lightweight

Light clothing or footwear.
Feeling of lightness. 

Carbon safety
toecap

Meets all requirements
described under EN ISO
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20345 and is also:

Ultra-light compared to
the standard steel and
composite toecap
Temperature
regulating (cooler in
summer, warmer in
winter)
Anti-magnetic and anti-
static
Non-detectable by
metal detectors

Certificats

EN ISO 20345: 2011

Normes de sécurité pour chaussures de securite.

En savoir plus
 

https://www.herockworkwear.com/fr/node/894

