Alphalec:

ADVANCED CHEMICAL PROTECTION

Elevata protezione contro un
numero maggiore di
sostanze pericolose

Una combinazione esclusiva di resistenza ed
elasticita per manipolazioni piu sicure con un
maggior numero di sostanze pericolose.Lattice
naturale non supportato e senza floccatura di
cotone.Spessi solo 0,43 mm per sensibilita e tattilita
eccellenti.Trattamento specifico per ridurre i rischi di
allergie

Industrie Applicazioni

e Agricoltura e Operazioni di pulizia
e Industria automobilistica
e Costruzione

e Chimica

e Industria metallurgica
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Elevata protezione contro un numero
maggiore di sostanze pericolose

Precedentemente noto come: Duzmor Plus 87-600

e Manutenzione di impianti e macchinari
o Manipolazione di sostanze chimiche
o Assemblaggio e montaggio di componenti
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Alphalec: &

ADVANCED CHEMICAL PROTECTION maggiore di Sostanze periCOIOSe

Precedentemente noto come: Duzmor Plus 87-600

Caratteristiche chiave

e Guanto per mansioni leggere

e Buona destrezza e tattilita
Acceleranti chimici di vulcanizzazione
e Proteine della gomma naturale

e Dietilditiocarbammato di zinco Tre

Solo un numero estremamente ridotto di utilizzatori potrebbe essere sensibile a questo(i)
ingrediente(i) e, di conseguenza, sviluppare irritazioni e/o reazioni allergiche da contatto.

Standard riguardanti le prestazioni

EN388: 2016 EN 15%3245-1:2015 EN ISO 374-5:2016 EN 421
0493 X010X KLT

Specifiche

MARCHIO | DESCRIZIONE TAGLIA LUNGHEZ COLO CONFEZIONAMENTO

MODELLO ZA RE

® a7, Lattice di gomma naturale, 65-7,75-8,85-9, Natural |e 12 paia in un sacchetto master; 12 sacchetti master in

AlphaTec® 87-600 neoprene, 95-10 305/12 e un cartone
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AI p h aTec® gg7ht6d?tyonatural rubber blend with

ADVANCED CHEMICAL PROTECTION neoprene

Previously known as: Duzmor Plus 87-600

Light-duty protective gloves,
offering moderate defenses

against chemical hazards ~

e Heightened protection: Made from a special®natural ;
rubber latex and neoprene blend, AlphaTec™ 87- '*ﬁ /
600 light-duty protective gloves combine strength ¢~ % 1
and elasticity while protecting against hazardous f : P

‘;.' £
substances e
MR SOl

e Assured tactile sensitivity: Just 0.43mm/17 mil
thick, these thin work gloves ensure excellent
tactile sensitivity and dexterity, making it easy to
perform delicate light-duty tasks

¢ Increased cleanliness: In addition, AIphaTec® 87-
600 neoprene-rubber gloves undergo a surface
chlorination treatment, resulting in greater
cleanliness and fewer allergy risks

Industries Applications

e Agriculture e Janitorial use

e Automotive e Maintenance of plant and machines

e Construction e Chemical Handling

e Chemical e Assembling and mounting components

e Metal fabrication
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AI p h aTeC® gg7ht6d?tyonatural rubber blend with

ADVANCED CHEMICAL PROTECTION neoprene

Previously known as: Duzmor Plus 87-600

Key Features

e Natural rubber latex and neoprene blend: Moderate chemical
protection

¢ 0.43mm/17 mil thickness: For tactile, dexterous hand protection
e Chlorinated surface: Enhanced cleanliness and fewer allergy risks

Vulcanization Chemical Accelerators =

&y
i

e Natural rubber proteins
e Zinc Diethyldithiocarbamate e

Only a very small number of users may be sensitive to this ingredient(s) and hence may
develop irritant and/or allergic contact reactions.

Performance Standards

EN388: 2016 ENISO 374-1:2016  EN 1SO 374-5:2016 EN 421
. ®y

Type B
Lo
2
0493 X010X KLT
Specifications
BRAND | DESCRIPTION coL PACKAGE
STYLE OR
AlphaTec® Natural Rubber Latex and 65-7,75-8,85-9, 305/ | Natur |e 1 pair per inner bag,12 inner bags per master bag, 12 master
87-600 Neoprene Blend, 95-10 12 al bags per carton
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